
Exist AlternativeScenarios Cond. Configuration/Objective

~ ~ ~ ~ ~ ~ ~ ~ Baseline Operation
Criteria

CVP/S~ fa~lities are operated with
No E/I limitations for SRJ recirculation

CVP/S~ facilities are operated
to meet additional prescriptive Delta a~ions

¯ ¯ * * ¯ * WCQP flow obje~ives are target flows
for the San Joaquin River at Vernalis

WCQP salinity obje~ives are met
for the San Joaquin and Stanislaus River

Full and Unlimited Joint Point of Diversion
¯ ~ ¯ ¯ ¯ ¯ ¯ w/10,300 ds Banks Pumping Plant

Capacity

Recircul~on ~o 5~n Jo~qu~n River

Recirculation to San Joaquin River
via Mud and Salt Slough

Don Pedro and Exchequer operation, , , , , ,
for additional flows at Vernalis

New Melones Rese~oir optimize~ ~ ~ ~ ~ ~ ~ operation for salinity flowobje~ives

S~/CVP San Luis reoperated for
¯ ¯ ¯ ¯ ¯ recirculation

utilizing only available storage

F~ow and stage ~ntrol strudures:
head of O~d River, Middle River, O~d River

Flow and stage ~ntrol structures: head of
¯ ¯ ¯ ~ ¯ Old River, Middle River, Old River, Grant

Line

New screens intake to CCFB ~nstru~ed at
Byron Tra~ for Banks and Tracy Pumping

New Fish screens operated at
Banks and Tracy Pumping Plant Intakes

m ~ w w w ~ ~ ~ D~SIMStudy

m ~ w ~ ~ DSM2Study
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